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0 1 Note:The A4Z(H) in the name means:A(H) and Z(H).
N - ) - - 6 Spring Stainless steel /
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Iﬁ_ Iﬁ_ — Iﬁ- Iﬁ-ﬁ ?I 5 Housing 2 PA66 UL94V-0
\“J_ © 4 Housing 1 PA66 UL94V-0
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Ll 1 L L1 Ml gk [ 3 Cover PA66 UL94V-0
2 '\1 2 Pin header 2 Copper Sn plated
J . 1 Pin header 1 Copper Sn plated
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ITEM NAME OF PART MATERIAL NOTES
7.5x(N-1)
1 UL #%ifE/UL Standard B C D
Based on Cover,the firstone is fgﬁ;ﬁé ?éiﬁj?:jd \oltage(V)/Current(A) 600/40 | 600/40 | 600/5
lft pin headr. i[5 25 51/ Overvoltage Category/i5 4425 4J%/Pollution Degree 111/3 111/2 11/2
f:g H5E |/ FL YR /Rated Voltage(V)/Current(A) 630/41 | 1000/41 | 1000/41
et ZUE bk e (KV)/Rate Impulse Voltage (KV) 8 8 8
ﬁé 2R 47 3 ) (R 28 A % 2% )/ Wire Range(rigid and flexible) (AW G/mm?) 24~8/0.2~6
- T6] B/ Pitch (mm)/ 2 236 [/ Poles 75/N=02—16P
£ |28 1K B/ Stripping length(mm) 14~15
E {3l FH1i5, 7 ¥ Fl/Operating temperature(°C) -40~+105
< 7 £ ROHS B £ 2 5 /Conform to RoHS Yes
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